


NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 22" 24" 26" 28" 30" 32"

DN mm 25 40 50 65 80 100 125 150 200 250 300 350 400 450 500 550 600 650 700 750 800

inch 5" 6 1/2" 7" 7 1/2" 8" 9" 15" 15 1/2" 18" 21" 24" 27" 30" 34" 36" 39" 42" 45" 49" 51" 54"

mm 127 165 178 191 203 229 381 394 457 533 610 686 762 864 914 991 1067 1143 1245 1295 1372

inch 5 3/8" 6 7/8" 7 1/2" 8" 8 1/2" 9 1/2" 15 1/4" 16" 18 1/2" 21 1/2" 24 1/2" 27 1/2" 30 1/2" 34 1/2" 36 1/2" 39 1/2" 42 1/2"

mm 137 175 191 203 216 241 387 406 470 546 622 699 775 876 927 1003 1080

inch 6 1/2" 7 1/2" 8 1/2" 9 1/2" 11 1/8" 12" 17" 18" 20 1/2" 22" 25" 30" 33" 36" 39" 43" 45" 49" 53" 55" 60"

mm 165 191 216 241 283 305 432 457 521 559 635 762 838 914 991 1092 1143 1245 1346 1397 1524

inch 3 1/4" 5 1/2" 6 1/8" 6 7/8" 7 5/8" 9" 9 7/8" 10 5/8" 12 1/4" 14 1/4" 16 1/2" 18 7/8" 19 3/4" 20 5/8" 24 7/8" 25 1/4" 25 3/8" 27" 29 1/2" 32 1/2" 33 1/2"

mm 82 140 155 175 194 229 251 270 311 362 419 479 502 524 632 641 645 686 749 826 851

inch 2 3/8" 3 3/4" 4 1/8" 4 5/8" 5 1/4" 6 1/2" 8" 9 5/8" 11 1/4" 13 1/4" 15 1/2" 17 7/8" 18 3/4" 19 5/8" 23 7/8" 24 1/4" 24 5/8" 26" 28 1/2" 31 1/2" 32 1/2"

mm 60 95 105 117 133 152 203 244 286 337 394 454 476 498 606 616 625 660 724 800 826

inch 12" 17 3/4" 17 3/4" 17 3/4" 23 5/8" 23 5/8" 23 5/8" 20" 20" 20" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 31 1/2"

mm 305 451 451 451 600 600 600 508 508 508 698 698 698 698 698 698 698 698 698 698 800

lbs. 40 49 62 88 115 203 293 386 595 893 1290 1775 2359 2800 4079 5401 7011 8311 10218 11839 15344

kg 18 22 28 40 52 92 133 175 270 405 585 805 1070 1270 1850 2450 3180 3770 4635 5370 6960

lbs. 40 49 62 88 115 203 293 386 595 893 1290 1775 2359 2800 4079 5401 7011 8311 10218 11839 15344

kg 18 22 28 40 52 92 133 175 270 405 585 805 1070 1270 1850 2450 3180 3770 4635 5370 6960
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NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 22" 24" 26" 28" 30" 32" 36"

DN mm 25 40 50 65 80 100 125 150 200 250 300 350 400 450 500 550 600 650 700 750 800 900

RF inch 6 1/2" 7 1/2" 8 1/2" 9 1/2" 11 1/8" 12" 15" 15 7/8" 19 3/4" 22 3/8" 25 1/2" 30" 33" 36" 39" 43" 45" 49" 53" 55" 60" 68"

BW mm 165 191 216 241 283 305 381 403 502 568 648 762 838 914 991 1092 1143 1245 1346 1397 1524 1727

inch 6 7/8" 7 7/8" 9 1/8" 10 1/8" 11 3/4" 12 5/8" 15 5/8" 16 1/2" 20 3/8" 23" 26 1/8" 30 5/8" 33 5/8" 36 5/8" 39 3/4" 43 7/8" 45 7/8" 50" 54" 56" 61 1/8" 69 1/8"

mm 175 200 232 257 298 321 397 419 518 584 664 778 854 930 1010 1114 1165 1270 1372 1422 1553 1756

inch 3 1/2" 5 1/2" 6 1/8" 6 7/8" 7 5/8" 9" 9 7/8" 10 5/8" 12 1/4" 14 1/4" 16 1/2" 18 7/8" 19 3/4" 20 5/8" 24 7/8" 25 1/4" 25 5/8" 27" 29 1/2" 32 1/2" 33 1/2" 38 5/8"

mm 89 140 156 175 194 229 251 270 311 362 419 479 502 524 632 641 651 686 749 826 851 981

inch 2 3/4" 3 3/4" 4 1/8" 4 5/8" 5 1/8" 6 1/2" 8" 9 5/8" 11 1/4" 13 1/4" 15 1/2" 17 7/8" 18 3/4" 19 5/8" 23 7/8" 24 1/4" 24 5/8" 26" 28 1/2" 31 1/2" 32 1/2" 37 5/8"

mm 70 95 105 117 130 165 203 244 286 337 394 454 476 498 606 616 625 660 724 800 826 956

inch 12" 17 3/4" 17 3/4" 17 3/4" 23 5/8" 39 3/8" 39 3/8" 20" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 27 1/2" 31 1/2" 31 1/2" 31 1/2"

mm 305 451 451 451 600 1000 1000 508 698 698 698 698 698 698 698 698 698 698 698 800 800 800

lbs. 44 53 62 93 123 216 335 452 683 1168 1720 2403 3263 3715 5049 6349 7959 10604 13051 14859 17813 22663

kg 20 24 28 42 56 98 152 205 310 530 780 1090 1480 1685 2290 2880 3610 4810 5920 6740 8080 10280

lbs. 40 46 53 82 108 190 302 408 615 1076 1578 2222 3011 3393 4647 6014 7379 10489 12923 14716 17626 22410

kg 18 21 24 37 49 86 137 185 279 488 716 1008 1366 1539 2108 2728 3347 4758 5862 6675 7995 10165
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NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 22" 24" 26" 28" 30" 32" 36"

DN mm 25 40 50 65 80 100 125 150 200 250 300 350 400 450 500 550 600 650 700 750 800 900

RF inch 8 1/2" 9 1/2" 11 1/2" 13" 14" 16" 18" 19 1/2" 23 1/2" 26 1/2" 30" 32 1/2" 35 1/2" 38 1/2" 41 1/2" 45" 48 1/2" 51 1/2" 55" 60" 65" 74"

BW mm 216 241 292 330 356 406 457 495 597 673 762 826 902 978 1054 1143 1232 1308 1397 1524 1651 1880

inch 8 1/2" 9 1/2" 11 5/8" 13 1/8" 14 1/8" 16 1/8" 18 5/8" 19 5/8" 23 5/8" 26 5/8" 30 1/8" 32 5/8" 35 5/8" 38 5/8" 41 3/4" 45 3/8" 48 7/8" 52" 55 1/2" 60 1/2" 65 5/8" 74 5/8"

mm 216 241 295 333 359 410 473 498 600 676 765 829 905 981 1060 1153 1241 1321 1410 1537 1667 1895

inch 6 1/4" 6 1/4" 6 5/8" 7 3/8" 8 1/8" 9 1/2" 9 7/8" 10 5/8" 12 1/4" 14 1/4" 16 1/2" 18 7/8" 19 3/4" 20 5/8" 24 7/8" 25 1/4" 25 5/8" 27" 29 1/2" 32 1/2" 34 1/2" 38 5/8"

mm 159 159 168 187 206 241 251 270 311 362 419 479 502 524 632 641 651 686 749 825 876 981

inch 4 1/4" 4 1/4" 4 5/8" 5 1/8" 5 5/8" 7" 8 3/8" 9 5/8" 11 1/4" 13 1/4" 15 1/2" 17 7/8" 18 3/4" 19 5/8" 23 7/8" 24 1/2" 24 5/8" 26" 28 1/2" 31 1/2" 33 1/2" 37 5/8"

mm 108 108 117 130 143 178 213 244 286 337 394 454 476 498 606 622 625 660 724 800 851 956

inch 12" 17 3/4" 23 5/8" 23 5/8" 39 3/8" 39 3/8" 39 3/8"

mm 305 451 600 600 1000 1000 1000

lbs. 46 55 68 101 134 240 386 529 904 1466 2083 2447 3373 4261 5589 7507 9359 11728 14176 16865 19863 26246

kg 21 25 31 46 61 109 175 240 410 665 945 1110 1530 1933 2535 3405 4245 5320 6430 7650 9010 11905

lbs. 42 49 60 88 117 207 337 467 811 1325 19004 2218 3053 3862 5093 6876 8944 11451 13880 16497 19407 25668

kg 19 22 27 40 53 94 153 212 368 601 8620 1006 1385 1752 2310 3119 4057 5194 6296 7483 8803 11643
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NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 22" 24" 26" 28" 30" 32" 36"

DN mm 25 40 50 65 80 100 125 150 200 250 300 350 400 450 500 550 600 650 700 750 800 900

RF inch 8 1/2" 9 1/2" 11 1/2" 13" 14" 17" 20" 22" 26" 31" 33" 35" 39" 43" 47" 51" 55" 57" 61" 65" 70" 82"

BW mm 216 241 292 330 356 432 508 559 660 787 838 889 991 1092 1194 1295 1397 1448 1549 1651 1778 2083

inch 8 1/2" 9 1/2" 11 5/8" 13 1/8" 14 1/8" 17 1/8" 20 5/8" 22 1/8" 26 1/8" 31 1/8" 33 1/8" 35 1/8" 39 1/8" 43 1/8" 47 1/4" 51 3/8" 55 3/8" 57 1/2" 61 1/2" 65 1/2" 70 5/8" 82 5/8"

mm 216 241 295 333 359 435 524 562 664 791 841 892 994 1095 1200 1305 1407 1461 1562 1664 1794 2099

inch 6 1/4" 6 1/4" 6 5/8" 7 3/8" 8 1/8" 9 1/2" 11 5/8" 10 5/8" 12 1/4" 14 1/4" 16 1/2" 18 7/8" 19 3/4" 20 5/8" 24 7/8" 25 1/4" 25 5/8" 27" 29 1/2" 32 1/2" 34 1/2" 38 5/8"

mm 159 159 168 187 206 241 295 270 311 362 419 479 502 524 632 641 651 686 749 826 876 981

inch 4 1/4" 4 1/4" 4 5/8" 5 1/8" 5 5/8" 7" 8 1/4" 9 5/8" 11 1/4" 13 1/4" 15 1/2" 17 7/8" 18 3/4" 19 5/8" 23 7/8" 24 1/2" 24 5/8" 26" 28 1/2" 31 1/2" 33 1/2" 37 5/8"

mm 108 108 117 130 143 178 210 244 286 337 394 454 476 498 606 622 625 660 724 800 851 956

inch 12" 17 3/4" 23 5/8" 23 5/8" 39 3/8" 39 3/8" 39 3/8"

mm 305 451 600 600 1000 1000 1000

lbs. 49 57 75 110 146 265 437 606 1124 1764 2447 2491 3483 4806 6129 8664 10758 12853 15300 18871 21914 29828

kg 22 26 34 50 66 120 198 275 510 800 1110 1130 1580 2180 2780 3930 4880 5830 6940 8560 9940 13530

lbs. 44 51 64 93 123 223 370 527 1005 1574 2222 2240 3093 4332 5540 7736 9930 12412 14837 18276 21186 28924

kg 20 23 29 42 56 101 168 239 456 714 1008 1016 1403 1965 2513 3509 4504 5630 6730 8290 9610 13120
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NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 18" 20" 24"

DN mm 25 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600

RF inch 10" 12" 14 1/2" 16 1/2" 15" 18" 22" 24" 29" 33" 38" 40 1/2" 44 1/2" 48" 52" 61"

BW mm 254 305 368 419 381 457 559 610 737 838 965 1029 1130 1219 1321 1549

inch 10" 12" 14 5/8" 16 5/8" 15 1/8" 18 1/8" 22 1/8" 24 1/8" 29 1/8" 33 1/8" 38 1/8" 40 7/8" 44 7/8" 48 1/2" 52 1/2" 61 3/4"

mm 254 305 371 422 384 460 562 613 740 841 968 1038 1140 1232 1334 1568

inch 6 1/4" 6 1/4" 6 5/8" 7 3/8" 8 1/8" 8 3/8" 9 5/8" 10 7/8" 12 1/4" 14 1/2" 16 3/4" 19 3/8" 20 1/4" 21" 25 5/8" 26 3/8"

mm 159 159 168 187 206 213 244 276 311 368 425 492 514 533 651 670

inch 4 1/4" 4 1/4" 4 5/8" 5 1/8" 5 5/8" 7" 8 1/2" 9 7/8" 11 1/4" 13 1/2" 15 3/4" 18 3/8" 19 1/4" 20" 24 5/8" 25 3/8"

mm 108 108 117 130 143 178 216 251 286 343 400 467 489 508 625 644

inch 12" 17 3/4" 23 5/8" 23 5/8" 39 3/8" 39 3/8" 39 3/8"

mm 305 451 600 600 1000 1000 1000

lbs. 57 88 115 146 176 375 617 860 1411 2359 3549 3439 4938 6614 9612 15498

kg 26 40 52 66 80 170 280 390 640 1070 1610 1560 2240 3000 4360 7030

lbs. 49 75 90 110 146 324 531 750 1237 2099 3225 3040 4444 5935 8783 13999

kg 22 34 41 50 66 147 241 340 561 952 1463 1379 2016 2692 3984 6350
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NPS inch 1" 1 1/2" 2" 2 1/2" 3" 4" 6" 8" 10" 12" 14" 16"

DN mm 25 40 50 65 80 100 150 200 250 300 350 400

RF inch 10" 12" 14 1/2" 16 1/2" 18 1/2" 21 1/2" 27 3/4" 32 3/4" 39" 44 1/2" 49 1/2" 54 1/2"

BW mm 254 305 368 419 470 546 705 832 991 1130 1257 1384

inch 10" 12" 14 5/8" 16 5/8" 18 5/8" 21 5/8" 28" 33 1/8" 39 3/8" 45 1/8" 50 1/4" 55 3/8"

mm 254 305 371 422 473 549 711 841 1000 1146 1276 1407

inch 6 1/4" 6 1/4" 6 5/8" 7 3/8" 8 1/8" 8 3/8" 11 1/2" 13" 15 3/8" 17 3/4" 20 3/8" 21 1/2"

mm 159 159 168 187 206 213 292 330 390 451 517 546

inch 4 1/4" 4 1/4" 4 5/8" 5 1/8" 5 5/8" 7" 10 1/2" 12" 14 3/8" 16 3/4" 19 3/8" 20 1/2"

mm 108 108 117 130 143 178 267 305 365 425 492 521

inch 17 3/4" 17 3/4" 23 5/8" 23 5/8" 39 3/8" 39 3/8"

mm 451 451 600 600 1000 1000

lbs. 57 88 121 176 231 452 1157 1940 3439 5192 6658 9392

kg 26 40 55 80 105 205 525 880 1560 2355 3020 4260

lbs. 49 75 97 141 185 379 992 1664 2985 4502 5719 8142

kg 22 34 44 64 84 172 450 755 1354 2042 2594 3693

RF
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weight
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dimensions
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